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SITE PLAN SHEET NOTES
(E) PLANTER TO REMAIN, TYP.

(E) PARKING TO REMAIN, TYP.

(E) ADJACENT DRIVEWAY TO REMAIN, TYP.

(E) DRIVEWAY TO REMAIN, TYP.
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SCOPE OF PROJECT IS RE-ROOF
ONLY. NO WORK AT EXTERIOR
SITE OR LANDSCAPE.

CONTRACTOR STAGING AREA

LIBRARY PARKING - NO CONSTRUCTION VEHICLES OR STORAGE
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NO
RT

H DEMOLITION ROOF PLAN
SCALE: 1/8" = 1'-0" NO

RT
H NEW ROOF PLAN

SCALE: 1/8" = 1'-0"
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DEMO ROOF PLAN
SHEET NOTES

REMOVE COMPOSITION SHINGLE ROOFING SYSTEM, TYPICAL.

LEGEND

(E) COMPOSITION SHINGLE ROOF

(N) STANDING SEAM METAL ROOFING SYSTEM

ALL ITEMS ARE NEW, UNLESS NOTED AS (E) OR EXISTING.

NEW ROOF PLAN
SHEET NOTES

INSPECT FOR AND REMOVE DAMAGED SHEATHING WHERE OCCURS.

INSPECT FOR AND REMOVE DAMAGED FASCIA, EAVES AND RAFTER
TAILS WHERE OCCURS.

REMOVE LOW-SLOPE ROOFING MATERIAL AT MECHANICAL WELL,
NORTH OVERHANG,  AND AT PARAPET WALLS WHERE OCCURS.

RAISE MECHANICAL CURBS TO ALLOW FOR  8” MINIMUM FROM TOP OF
CURB TO ADJACENT NEW ROOFING SLOPE AND CRICKETS.

SELF ADHERED UNDERLAYMENT OVER SHEATHING.

STANDING SEAM METAL ROOFING SYSTEM.

PVC ROOFING SYSTEM, FULLY ADHERED AT LOW SLOPE ROOF AREAS,
TYPICAL.

PVC ROOFING SYSTEM, FULLY ADHERED AT PARAPET WALLS, TYPICAL.

COPING SYSTEM, TYPICAL AT ALL PARAPET WALLS.

DISCONNECT SERVICE AND REMOVE ALL PIPING AND CONDUIT.  ALL TO
BE STORED AND REINSTALLED OR REPLACED TO MATCH EXISTING
CONDITIONS.

TYP.

TYP.

TYP.

TYP.

(N) FULLY ADHERED, 80 MIL PVC ROOFING SYSTEM
(WHITE).  OVER UNDERLAYMENT BOARD.
OVER TAPERED INSULATION.  OVER 2" OF INSULATION.
OVER 1/2" PLYWOOD

DISCONNECT AND REMOVE EXISTING MECHANICAL EQUIPMENT AND
ROOF HATCH. TO BE STORED AND REINSTALLED TO MATCH EXISTING
CONDITIONS.

(E) DOWNSPOUT AND SCUPPER TO REMAIN.

REMOVE AND REPLACE CDX ROOF SHEATHING, FASCIA, EAVES AND
RAFTER TAILS; SEE SECTION 01210 ALLOWANCES.

COLOR MATCHED FLASHING AND TRIM PIECES.

EXISTING PIPE JACKS AND ASSEMBLIES, TYPICAL.

INSULATION SYSTEM OVER ENTIRE AREA AND BELOW PVC ROOF
SYSTEM.

1/2” DENSDECK SHEATHING OVER LOW SLOPE ROOF AREA, TYPICAL.
1
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TYPICAL PIPE PENETRATION AT METAL ROOFING 7SCALE: 3"=1'-0"

PIPE PENETRATION
THROUGH ROOF

(E) PLYWOOD ROOF
SHEATHING

SEALANT

FLEXIBLE ROOF JACK, SET
IN SEALANT.  SECURE  W/
SHT METAL SCREWS PER
MFR SPECS

PREFINISHED METAL
ROOFING SYSTEM

(E) VENT PIPE OR
OTHER

BUG/ BIRD SCREEN W/
CLAMP BAND AT VENTS

PREFAB. MECH. CURB AT PVC ROOFING
SCALE: 3" = 1'-0"

6

2" RIGID INSULATION

2X NAILER

ROOF TOP EQUIPMENT

SEALANT

(E) ROOF SHEATHING AND
STRUCTURE BELOW

WOOD FRAMED ROOF CURB
SUPPORT

PVC ROOF SYSTEM

(E) ROOF CURB ABOVE SUPPORT
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PARAPET 1SCALE: 1 1/2"= 1'-0"

(E)  WALL AND PARAPET AND
SIDING AS OCCURS TYP

PVC ROOF SYSTEM

1
2" DENSDECK OR SIM.

(E) 12" PLYWOOD SHEATHING

TAPERED INSULATION
1/2" TO 12"

PVC ROOF SYSTEM
CONTINUE OVER TOP
OF PARAPET

R17 RIGID INSULATION

PREFINISHED PARAPET 24 GA
MIN., 1/2 IN. SLOPE, MIN.

3 x P.T. BLOCKING, TAPER TO 1/2 IN. SLOPE,
MECHANICALLY FASTEN TO DOUBLE TOP
PLATE WITH COUNTERSUNK 3/8" X 3-1/2"
GALV. LAG BOLT AT 24 IN O.C. MAX. CONTINUOUS BUTYL SEALING

TAPE

FASTENER WITH COMPRESSIBLE
SEALING WASHER; FOLLOW MFR'S
REQMTS.

CONCEALED SNAP-ON PARAPET
FASTENER

(E)  PARAPET FRAMING TO
REMAIN

PVC ROOF SYSTEM

(E) SLOPED EAVE TO
REMAIN

(N) FLASHING BEHIND
SIDING

METAL ROOF PANEL TRANSITION - 
TO TAPERED INSULATION SCALE: 3" = 1'-0" 2

CONTINUE PVC ROOF
SYSTEM 18" MIN OVERLAP
BELOW METAL ROOF
SYSTEM TYP

METAL ROOF PANEL
SYSTEM

TRANSITION FLASHING

1/2" DENSDECK

PVC ROOF SYSTEM

TAPERED INSULATION

(E) ROOF DECK TO
REMAIN

TYPICAL EAVE AT METAL ROOF 3SCALE: 3"=1'-0"

OFFSET CLEAT W/ SEALANT
1/2" MAX.

CLIP W/(2) #10-12 x 2" PHWS

PREFINISHED METAL ROOFING
PANEL O/ UNDERLAYMENT O/
RIGID INSULATION O/ PLYWOOD
SHEATHING

#10-12 x 1" PHWS (12" O.C.) WITH
DOUBLE SIDED TAPE SEALANT

SEALANT (BETWEEN PANEL
RIBS)

GSM DRIP EDGE FLASHING,
PAINT

(E) FRAMING, PLYWOOD,
FASCIA AND TRIM TO
REMAIN TYP.  (SEE NOTE C
SHEET A220)

TYPICAL EAVE AT LOW SLOPE ROOF 5SCALE: 3"=1'-0"

GSM FLASHING

PVC ROOF SYSTEM

(E) SLOPE 14" / 1'-0"

1 12" MIN. CONTINUOUS
SEAL
PVC 8" DETAIL STRIP

1 12" MIN. CONTINUOUS
SEAL

PVC MEMBRANE ADHESIVE

PVC MEMBRANE

CONTINUOUS BUTYL
SEALING TAPE

CLEAT

(E) FRAMING, PLYWOOD,
FASCIA AND TRIM TO
REMAIN TYP.  (SEE NOTE C
SHEET A220)

TYPICAL METAL ROOF- HIP/RIDGE 9SCALE: 3"=1'-0"

VERTICAL SEAM PANEL

CLIP W/(2) #10-16x1" PH DRILLER
1

8"x3
16" POP RIVET (3 PER PANEL)

DOUBLE BEAD TAPE SEALANT

TUBE SEALANT

VERTICAL SEAM Z-CLOSURE

#10-16x1" PH DRILLER

SSR RIDGE/HIP COVER

DOUBLE SIDED TAPE SEALANT

FIRE RATED PEEL & STICK
UNDERLAYMENT

(E) STRUCTURE BELOW
 TO REMAIN

TYPICAL METAL ROOF- VALLEY 10SCALE: 3"=1'-0"

3"
MIN.

CLIP W/(2) #10-16x1" PH DRILLER

#12-14x11
4" SD (SEE BELOW)

TUBE SEALANT (BETWEEN PANEL RIBS)

DOUBLE BEAD TAPE SEALANT

VALLEY PLATE BY OTHERS

FIRE RATED PEEL & STICK
UNDERLAYMENT

(E) STRUCTURE BELOW
 TO REMAIN
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