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Covelo/Round Valley Safe Routes to School

1-Mendocino County-1

ATP APPLICATION - CYCLE 7

PLOT DATE: 28-AUG-00

FILE: CLFS1:\LDD PROJECTS\22301\MEN—AT0D.DWG
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* = VARIES, SEE NOTE 3.

NOTES:

1. PAVED SHOULDER TO SERVE AS PARKING LANE
AND/OR BIKEWAY.

2. RIGHT OF WAY BEHIND SIDEWALK MAY BE USED FOR
ROADSIDE FACILITIES SUCH AS SIGNS, PUBLIC UTILITIES,
LANDSCAPING AND DRAINAGE FACILITIES.

3. SEE MENDOT STD. NO. A40A FOR CURB, GUTTER AND
SIDEWALK DETAILS.

MINOR COLLECTOR, LOCAL CONNECTOR|  MENDOT
URBAN STD. NO.

TYPICAL ROAD SECTION A10D

SCALE: NONE‘DES\GN: RCW‘ DRAWN: CLG\ OCT. 2000 PACE: A—4




Covelo/Round Valley Safe Routes to School

1-Mendocino County-1

ATP APPLICATION - CYCLE 7

PLOT DATE: 23—-AUG-00

FILE: CLFS1:\LDD PROJECTS\22301\MEN—A40.DWG
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STANDARD STANDARD

VERTICAL CURB CURB AND GUTTER

WIDTH AS PER PLAN
4.5" MIN. RESIDENTIAL AREAS,
7.5 MIN. COMMERCIAL AREAS
|

SLOPE 1/4™:1

B3

EL
\' 4” MIN., CL.2 A.B.

TYPE 'A’ SIDEWALK
PLACED MONOLITHIC WITH CURB

WIDTH AS PER PLAN
PLANTER AREA|5.0" MIN. RESIDENTIAL AREAS
PER PLAN 8.0’ MIN. COMMERCIAL AREAS

SLOPE 1/4™:1

AN

}

K 4" MIN. CL.2 A.B.

TYPE 'B’ SIDEWALK
PLACED SEPARATE FROM CURB

SEE CURB, GUTTER AND SIDEWALK NOTES ON STANDARD A40B

MENDQT

CURB, GUTTER, SIDEWALK & MEDIAN| =P %0
A40A

SCALE: NONE ‘DES\GN: HND ‘ DRAWN: HND‘ JUNE 2006 PAGE: A—34




Covelo/Round Valley Safe Routes to School

1-Mendocino County-1

ATP APPLICATION - CYCLE 7

PLOT DATE: 23-AUG-00

FILE: CLFS1:\LDD PROJECTS\22301\MEN—A40.DWG

NOTES:

10.

11.

12.

13.

14.

CONCRETE SHALL BE CLASS 1, 1”7 MAXIMUM AGGREGATE SIZE PER CALTRANS
STANDARD SPECIFICATIONS AND SHALL CONTAIN NOT LESS THAN 6 SACKS OF
CEMENT PER CUBIC YARD. NO COLOR OR LAMP—BLACK SHALL BE ADDED
UNLESS OTHERWISE SHOWN ON THE PLANS OR SPECIAL PROVISIONS.

EXPANSION JOINTS, 1/2 INCH WIDE, SHALL BE PLACED AT BOTH SIDES OF
DRIVEWAY APPROACHES, AT EACH SIDE OF DRAINAGE STRUCTURES, AT ENDS OF
CURB RETURNS, AND AT 60 FEET ON CENTER. EXPANSION JOINTS SHALL BE
ALIGNED THROUGH ADJACENT CURB, GUTTER AND SIDEWALK.

WEAKENED PLANE JOINTS AT LEAST 1-1/2 INCH DEEP SHALL BE PLACED AT 15
FEET ON CENTER. WEAKENED PLANE JOINTS SHALL BE INSTALLED AT CENTER

OF ALL DRIVEWAY APPROACHES OVER 20’ WIDE.

SCORE MARKS AT LEAST 1/4 INCH DEEP SHALL BE PLACED AT BACK OF CURB
AND IN ALL SIDEWALKS TO ESTABLISH AN EQUAL SQUARE PATTERN BASED ON
THE SIDEWALK WIDTH. MAXIMUM SCORE MARK SPACING SHALL BE 5 FEET.

SUBGRADE SHALL BE COMPACTED TO AT LEAST 95% RELATIVE COMPACTION IN
THE TOP 6 INCHES.

EXISTING CONCRETE TO BE REPLACED SHALL BE REMOVED AT EXPANSION JOINTS,
WEAKENED PLANE JOINTS OR SCORE MARKS. CONCRETE REMOVED AT WEAKENED
PLANE JOINTS OR SCORE MARKS SHALL BE SAWCUT. SAWCUTS SHALL BE AT
LEAST 1-1/2 INCH DEEP.

NO UTILITY BOXES OR POLES SHALL BE PLACED IN THE SIDEWALK AREA
WITHOUT THE WRITTEN APPROVAL OF THE DOT DIRECTOR.

NEW WORK SHALL MATCH EXISTING IN SCORE PATTERN AND COLOR.

NO CONCRETE SHALL BE PLACED UNTIL AFTER THE COUNTY INSPECTOR HAS
APPROVED FORMS AND SUBGRADE.

ALL EXPOSED EDGES SHALL BE ROUNDED WITH 1/2 INCH RADIUS TOOL.
ALL SURFACES SHALL BE BROOM FINISHED.

ALL SIDEWALK CONSTRUCTED ADJACENT TO CURBS SHALL BE TYPE "A”, PLACED
MONOLITHIC WITH CURB, UNLESS OTHERWISE SHOWN ON THE PLANS OR SPECIAL
PROVISIONS.

LANDSCAPE MAINTENANCE EASEMENTS (LME) SHALL BE MAINTAINED BY THE
ENTITY TASKED WITH THAT RESPONSIBILITY THROUGH THE DEVELOPMENT PERMIT.
SHOULD VEGETATION EVER POSE A SAFETY HAZARD THE MENDOCINO COUNTY
ROAD COMMISSIONER RESERVES ALL OPTIONS UNDER CALIFORNIA STREETS AND
HIGHWAYS CODE. SOME OPTIONS UNDER THE STREETS AND HIGHWAYS CODE ARE
TO REMOVE THE VEGETATION OR CAUSE THE VEGETATION TO BE REMOVED BY
OTHERS, A7 7HE RESPONSIBLE FPARTIES EXFPENSE. THE LANDSCAPE MAINTENANCE
EASEMENT HOLDER SHALL BE CONSIDERED THE OWNER OF THE VEGETATION AND
ALSO BE FINED FOR EACH DAY THE VEGETATION REMAINS IN PLACE AFTER
DIRECTION BY THE ROAD COMMISSIONER TO REMOVE IT.

THE ROAD BASEMENT SOILS AND BASE ROCK SECTION SHALL BE PROTECTED
FROM SUBSURFACE WATER BY DESIGN AND MAINTENANCE OF SURFACE AND
SUBSURFACE WATER INTERCEPTORS IN THE LANDSCAPE MAINTENANCE
EASEMENTS (LME). DAMAGE TO THE ROAD SECTION AS A RESULT OF IMPROPER
MAINTENANCE OF THE LME SHALL BE REPAIRED AT THE EXPENSE OF THE ENTITY
TASKED WITH THAT RESPONSIBILITY THROUGH THE DEVELOPMENT PERMIT.

NOTES REFER TO STANDARD A40A

CURB, GUTTER, SIDEWALK & MEDIAN| JEnoor
LANDSCAPE MAINTENANCE NOTES A40OB

SCALE: NONE ‘DES\GN: HND ‘ DRAWN: HND‘ JUNE 2006 PACE: A-35




Covelo/Round Valley Safe Routes to School

1-Mendocino County-1

ATP APPLICATION - CYCLE 7

PLOT DATE: 28-AUG-00

FILE: CLFS1:\LDD PROJECTS\22301\MEN—A70.DWG

¢
PER PLANS -
VARIES o 1 -
SAWCUT & REMOVE e 7;2$KEMCL(JJI/_AST WITH
GUTTER WITHIN 1/4" 9 N
>
C—— 2% * - ‘
PO - * /1
CURB & GUTTER/EP V
(SEE NOTE 2). EXIST PAVEMENT
PAVING AND BASE GRIND MINIMUM AND BASE
(SEE NOTE 1). 17 £ 1/4"

NOTES:

1. PAVING AND BASE THICKNESS TO BE DETERMINED USING COUNTY PAVEMENT DESIGN STANDARDS.

MINIMUM PAVEMENT THICKNESS TO BE 2-1/2".
2. SEE MENDOT STD. A40A FOR CURB GUTTER & SIDEWALK DETAILS.

3. WHEN CURB, GUTTER AND SIDEWALK ARE NOT REQUIRED, REVERT TO MENDOT STD. A18

FOR TYPICAL SHOULDER CONSTRUCTION.

ROAD WIDENING/PAVEOUT S No.
DETAIL A70
SCALE: NONE ‘DES\GN: HND ‘ DRAWN: HND‘ FEB. 2008 PAGE: A—47




ATP Allocation Year -
Project Phase Enter ONERY per | o oI ATP Funding | 10t Project
phase (25/26, 26/27, Cost
27/28, 28/29)
PAED 25/26 $ 220
PSE 26/27 s 880
R/W
CON 28/29 S 5,081
CON NI/Plan

Toral | ¢ 6181| 6181




Detailed Project Estimate and Total Project Costs - Cycle 7

Important: Read the Instructions in the first sheet (tab) before entering data.

Do not enter data in shaded fields (with formulas).

Project Information:

Agency: | Mendocino County Department of Transportation

| Date:

[6/17/2024

Project Description:

Install sidewalks, curbs, gutters, crosswalks, and improve pedestrian safety along various school routes.

Project Location:

Various locations along Howard Street, Airport Road and Foothill Boulevard in the unincorpated town of Covelo, CA

Licensed Engineer in responsible charge of preparing or reviewing this PSR-Equivalent Cost Estimate:| |License #: |
Project Estimate and Cost Breakdown:
Cost Breakdown
Pl‘Oj ect Estimate (for Construction Items Only) ATP Eligible ATP Ineligible Corps/CCC

Costs/ltems Costs/1tems to construct
';"0“‘ e Quantity| Units | Unit Cost It;‘l’g | % $ % $ % $
General Overhead-Related Construction Items
1 Mobilization 1 LS |$170,000.00 $170,000 100%]| $170,000
2 Traffic Control 1 LS |$120,000.00 $120,000 100%|  $120,000
3 Prepare Water Pollution Control Program 1 LS $5,000.00 $5,000 100% $5,000
4 Construction Survey and Monumentation 1 LS | $25,000.00 $25,000 100% $25,000
5 LS 100%
6 LS 100%
7 LS 100%
8 LS 100%
9 LS 100%
10 LS 100%
General Construction Items
11 Minor Concrete (Curb Extensions) 37 CY $1,850.00 $68,450 100% $68,450
12 [Sidewalk (Reconstruct/Enhance) 5700 LF $350.00 $1,995,000 100%| $1,995,000
13 |Sidewalk (New, 4-5' Wide) 700 LF $355.00 $248,500 100%|  $248,500
14  |High Visibility Crosswalk 19 EA | $7,750.00 $147,250 100%| $147,250
15 |Chain Link Fencing 390 LF $404.00 $157,560 100%| $157,560
16 |RRFB Signal 1 EA | $7,500.00 $7,500 100% $7,500
17 |New Bike Lane: Class II 4090 LF $250.00 $1,022,500 | 100%| $1,022,500
18  |Remove Existing Markings 6000 SF $5.00 $30,000 100% $30,000
19 |Remove Existing Striping 6700 LF $1.00 $6,700 100% $6,700
20 |New Thermoplastic Striping 6700 LF $2.00 $13,400 100% $13,400
21 100%
22 100%
23 100%
24 100%
25 100%
26 100%
27 100%
28 100%
29 100%
30 100%
31 100%
32 100%
33 100%
34 100%
35 100%
36 100%
37 100%
38 100%
39 100%
40 100%
41 100%
42 100%
43 100%
44 100%
45 100%
46 100%
47 100%
48 100%
49 100%
50 100%
51 100%
52 100%
Subtotal of Construction Items:| $4,016,860 $4,016,860
Construction Item Contingencies (% of Construction Items):| 10.00% $401,686 $401,686
Total (Construction Items & Contingencies) cost:| $4,418,546 $4,418,546

11/19/2024

10of2




Detailed Project Estimate and Total Project Costs - Cycle 7

Important: Read the Instructions in the first sheet (tab) before entering data. Do not enter data in shaded fields (with formulas).

Project Information:

Agency:|Mendocin0 County Department of Transportation | Date: | 6/17/2024
Project Description: | Install sidewalks, curbs, gutters, crosswalks, and improve pedestrian safety along various school routes.
Various locations along Howard Street, Airport Road and Foothill Boulevard in the unincorpated town of Covelo, CA

Project Location:

Licensed Engineer in responsible charge of preparing or reviewing this PSR-Equivalent Cost Estimate:| |License #: |
Project Delivery Costs:
Type of Project Cost] Cost $ |
Preliminary Engineering (PE) ATP Eligible Costs ATP Ineligible Costs
Project Approval and Environmental Document (PA&ED):| $ 220,000 $220,000
Plans, Specifications and Estimates (PS&E):| $ 880,000 $880,000 "PE" costs / "CON" costs
Total PE: $ 1,100,000 $1,100,000 25% 25% Max

Right of Way (RW)

Right of Way Engineering:
Acquisitions and Ultilities:
Total RW: $ =

$1,100,000] [ $1,100,000 | | |

Total Pre-Construction Costs (PE+RW):

Construction Engineering (CE) "CE" costs / "CON" costs

Construction Engineering (CE):| $ 662,600 | [ se62,600 | | | [ 15% | 15% Max
Total Construction Costs: $5,081,146| | $5,081,146 | | |
ATP Eligible Costs ATP Ineligible Costs
Total Project Cost:| $6,181,146] | $6,181,146 |

Documentation of Eligible (Participating) and/or Ineligible (Non-Participating) Costs:
The Engineer's justification for including typical ATP-Ineligible items in the ATP-Eligible column and logic and/or calculations for splitting costs between ATP-Eligible and Ineligible costs must be documented

in this section of the Estimate form.
Separate justification is required for each item which is partly ineligible for ATP funding or is required for the construction of an ineligible item/element of the project.

Item #: Description of Engineer's Justification: (See example shown in the Instructions)

11/19/2024 20f2





